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CHANGES AND ADDITIONS 
TO BULLETIN NO. 1088B, ISSUE 2 
PARTS - MODEL 1, TYPING REPERFORATOR 


This correction sheet provides parts ordering information for the 
following units which were not covered in Issue 2 of the bulletin: 


FPR69 Typing Reperforator 
FPR70 Typing Reperforator 
PK225 Keyboard 


The perte for an FPR69 and an FPR7O are the same as those illus- 
trated in the bulletin except for the following: 
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The 105601 base plate is used, 
The 95406 bell crank is used. 
The 71635 bell bracket assembly is used, 
The 6800 screw is replaced by a 6810 screw. 
The 71659 screw is used. 


In addition to the 8896 shims (,004") for the 95409 shift lever, 
96874, shims (,002") are now available. 
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Bell bracket assembly. 
The 4730 spring is used, 


Terminal block. 
The 96843 screws used to secure the terminal and connecting 
blocks to the base plate are replaced by 41644 screws. 
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The 2191 lock washer used with the 74399 screw is replaced by a 
107116 lock washer. 

The 103316 through 103320 two step bell cranks are used. 
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The €4023 spring is replaced by a 110974 spring. 
The 98678 tape chute is used. 
The 95452 guide and die plates are used, 
The 122-571 (125633) lower guide plate is used. 
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The 85355 tape stripper is used. 
The 35-88 spring is replaced by a 2421 spring. 
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The 2669 lock washer used with the 74008 roller is replaced by a 


:Printed in U.S.A, 


Bie 
(821BE) 


45815 lock washer, 
The 102235 main bail bracket is replaced by a 6969 main bail 
bracket (2 places). 
The 6807 screws securing the 706 gears are replaced by 7389 
screws. 
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The 103310 code bar locking lever is used. 

The 102815 spring bracket is used for the left side. 

All the 6807 set screws used on the ribbon feed unit are replaced 
by 74536 screws, 

Add 7651, shims (.004")between the 7033 bracket and the 7042 bevel 
gear, 

Add 8330 washer to the 6811 screw, 2191 lock washer and 3598 nut 
mounting the spring bracket. 

The 70796 ribbon spool cup has been replaced by a 107488 ribbon 
spool cup - left. 
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The 6955 backstop, 6954 leather strip and 33-111 screws which con- 
prise the 6972 type bar backstop assenbly have been replaced by a 121535 
type bar backstop (with sirvene strip). 

The 6746 screws which mount the backstop to the brackets have been 
replaced by 76163 screws, 

The 1033i1 bracket is used. 

The 91899 type bar segment has been replaced by an 89905 type bar 
segment which does not include the 89906 posts. 
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The 72516 retaining disc is used. 

The 8507 cam sleeve is used. 

The 6811 screws securing the upper and lower bearing brackets to 
the main shaft bracket have been replaced by 72508 screws. 

The €2440 screws securing the punch camto the main bail cam have 
been replaced by 74986 screws. 

The 7288, disc has been replaced by a 111686 disc, 

A 120553 friction disc has been added between the gear and felt 
washer. 

An 8543 (6-40 x 1/4") screw replaces one of the 6746 (6-40 x 5/16") 
screws fastening the gear to the gear hub when the 120553 friction dise is 
used, 
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The 6211 screws furnished with the 7610 main shaft bracket have 
been replaced by 72508 screws. 
Add 2669 lock washer to the 1245 screw and 34-4 (112626) nut. 
The 6810 screw and 2669 lock washer securing the handle to the main 
shaft bracket have been replaced by a 121575 screw and 98642 lock washer. 
‘The 98877 operating arm has been replaced by a 6743 operating arm. 
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The 8508 armature has been replaced by a 204382MU armature, 
The 98708 selector mounting plate has been replaced by a 74003 


ot) 


selector mounting plate. 

The 688, bracket has been replaced by a 20,384MU bracket. 

The 74722 washers used with the 8539 screws securing the armature 
bracket to the plate have been replaced by 124973 washers. 

The 8470 selector posts have been replaced by 76164 selector 
posts. 
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The 7389), screws securing the 7036 collars have been replaced by 
14,536 screws. 

Add 7654 shims (.004") under the 7042 bevel gear . 

The 70796 spool cup has been replaced by an 107487 spool cup-right. 

The 103523 cable (1971p ) is used. 

The upper 74952 screw mounting the contact assembly has been re- 
placed by a 93507 screw. 

The 87645 bracket has been replaced by a 111629 bracket. 

The 87855 adjusting bracket has been replaced by a 94239 adjusting 
bracket, 

The 8539 screw used to mount the 8308 cable clamp has been replaced 
by an 82440 screw, 

Add a 3606 nut to the 6746 screw, 2191 lock washer and 7002 washer 
securing the contact mounting bracket. 

Add A to the 20342 screw and 3606 nut. The: 
eluded in the 97333 counter unit assenbly 

The parts for an FK225 are the same as those illustrated in the 
bulletin except for the following: 


parts are not in- 
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an 112579AB keyboard base - gray green wrinkle is used, 
The 98415 cover backstop is replaced by an 105958 cover backstop, 
The $3874 screw is used with the left hand end 7078 bearing post. 
The 95321 key and switch unit is replaced by an 1203874B switch 
unit - gray green wrinkle. 
The 6746 screws and 7001 washers fastening the spacer bar to the 
spacer bar loop have been replaced by 74059 screws and 7002 washers. 
The 6811 screws are used to mount the contact assembly. 
The 7398 plate is used. 
The 7001 washer used with the 7395 stop plate has been replaced by 
an 8330 washer, 
The 80825 signal lamp assenbly has been replaced by an 11959AB 
signal lamp assembly - gray green wrinkle. 
an FX225 uses the following cab! 
114621, Cable - Line 
111338 Cable - Power 
and is wired in accordance with 2413 WD. 
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The 105627 foot is used, 

The 1187 screw securing the 8254 cable clamp has been replaced by an 
80k44 screw, 2191 lock washer and 7002 washer. 

The 9220, cable clamp and 1169 screw have been replaced by an 
8254 cable clamp and 60444 screm. 

The 7001 washer used with the 6746 screw to secure the ground term 
inal has been replaced by a 7002 washer. 
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The 6814 screw has been replaced by a 70177 screw with a 3596 nut 
added. 
The 96506 shaft (shown in the middle and lower illustrations) has 
been replaced by an 111310 shaft. 
The 3438 spacer has been replaced by a 34432 washer. we] 
The 75432 bracket has been replaced by an 8465 bracket. 
The 6810 screws, 2669 lock washers and 34432 washers used to mount 
the bracket to the base have been replaced by 6746 screws, 2191 lock washers 
and 3438 washers, 
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The 7002 washer used with the 3598 nut and 2191 lock washer to 
mount the clutch lever has been replaced by a 36273 washer. 

The 6800 screw used with 92511 roller has been replaced by an 
107485 screw. 
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The 89080 guard has been replaced by an 82491 guard. See Page 5 
of this correction sheet. 

The 80825 signal lamp assembly has been replaced by a 114959AB 
signal lamp assembly. 

The 80828 cover assembly has been replaced by an 1125214B cover 
assembly. 

The 1269 screws have been replaced by 8539 screws. 

The 82709 cable is used. 

The 95321 key and switch unit has been replaced by an 120387AB wa 
switch unit. 

The 73181 break key is not used, 

The 73176 switch case has been replaced by an 114439AB switch case. 

‘The 77307 cover and guard has been replaced by an 1203864B cover, 

‘The 95320 toggle switch has been replaced by an 105279 toggle 
switch. 

Add an 112523 nameplate (power) and secure with a 1096 screw, 
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Motor arrangement "Dk" is the same as motor arrangement "H" except 
for the following: 
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The following additional spring cushion keytops are available. \ 
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